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This interim amendment is issued by the
Naval Air Systems Cosuand, Department of
the Navv, for use with Military Specifica-
tion MIL-W-81381A dated 15 Nwember 1972.
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2.2 Change the is8ue dates of the referenced
paragraph and throughout the specification to

“B298-74a
B355-74
D149- 75
D374-74
D882-75b”

ASTM documnts in this
read as follows:

*

. . . .

Also, add the following to the list of referenced AS’f?l docmnts:

“B33-74 Standard Specification for Tinned Soft or
Annealed Copper Wire for Electrical Purposes-

PAGE 4

3.1 Amend the second sentence of the paragraph to read as follows:

“In the event of discrepancy between this spccifi~.ation and
the requirements of the applicable militdry speciiicdtion
sheet, the requirements of the military specificatioil sheet
shall govern, except that the required 0.001 inc)lminimum
thickess of modified aromatic polyimide resin in:;ulatiotl
coating in specification sheets 7 through 20 sl)allbe read
as 0.0005 inch minimum (see 3.6).”

3.4.1 In the first sentence, delete the phrase “conforming to ASTM R29B-
70a or B355-69° and substitute “conforming to ASTM B33-74, 1329H-74a,
or B35S-74.”

kEJ
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After paragraph 3.4.1.3, add the following new paragraph:

“3.4.1.4 Tinned copper strands. NO additional requirements. The
tin coating shall be as specified in ASTM B33-74.”

.
PAGE 8

TABIJ? 11: Add the footnote indicator “~/” to the title of the table.
Also, add the following additional footnote below note J/ of the table:

‘“/ For diameters and maximum resistance values of tin coated
conductors, see the applicable specification sheets.”

PAGE 9

3.6 Between the first and second sentences of the paragraph, insert the .
following:

“However, in specification sheets 7 through 20, the specified
0.001 inch minimum thickness of modified aromatic polyimide
resin insulation coating shall be read as 0.0005 inch minimum
(see 3.1).”

3.6.3 In lines 8 and 9 of the paragraph, change the provision ‘limits
for the colors red, orange, brown md green shall ~ extended” so that
it reads “limits for the colors red, orange, brown, green and blue shall
be extended.” Also, delete the final sentence of the paragraph (top of
page 10) which reads: “All color requirements shall alsoapply after thn
air wen test of 4.7.4.17.1.”

PAGE 10

3.6.3.1 To the table of extended color limits, add the color “Blue”
with light limit “2.5PB 5.2/10” and dark limit ‘2.5B 2/4”.

PAGE 12

TABLE 111 Opposite ‘Life cycle” in the “Examination or Tes~” column,
delete the following from the “Requirement” column and “Method” colu?ml
respectively:

“Colors to meet initial requirements 4.7.4.17.1”
after oven exposure (see 3.6.3)

PAGE 20

4.7.2 In line 2, chancjethe phrase “conformity to ASTM B298-70a or
B355-69’*to read “conformity to ASTM B33-74, B298-74a, or F1355-74.”

Page 2 of 4
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Int. Amendment l(AS)

PAGE 23

4.7.4.3.1 In line 5 of the paragraph, change the description of the test
mandrel from “a small cylindrical steel mndrel (usually a needle) ,
0.025 inch in diameter” to “a small cylindrical mandrel, which shall be
a sewing needle 0.025 $.002 inch in diameter.”

PAGE 24

4.7.4.3.2 Delete sentences 3 and 4 of the paragraph and substitute the
following:

4.7.4.7.1

4.7.4.7.2
graph:

4.7.4.8

. .

“The speciu@n shall & subjected ti the number of strokes of
the mandrel specified in the specification sheet and shall then
be examined. If a continuous line of solid color insulation
coating or of the stripe, band, or printed marking, as applicable,
has been erased or obliterated by the mnndrel, the specimen shall
be considered as having failed. Three specimens shall be tested
from each sample unit and failure of any specimefishall consti-
tute failure of the ~le unit.”

PAGE 25

Amend the first sentence of the paragraph to read as follows:

“Elongation’ tests of soft or annealed copper conductors shall
be performed in accordance with Method 3211 of FED-STD-228,
except that the elongation at break of the individual stt-and
or of the first strand of the whole conductor, as applicable,
shall be determined by means of a recording chart on the
testing machine rather than by measurinq the specimen after
the break.”

Add the following at the

“also, the elongation at
whole conductor shall be

end of the first sentcncc of the j~ara-

break of the fir~t s~rand of the
determined by nuoansof a rc(wrdinq

chart on the testing machine rather than by measuriny the
conductor specimen after the first strand br{saks.”

At the end of the first sentence of the l~raqravh, dolt~tc tlm
phrase “at 10X magnification.*’ A]SO insert the follouilv~bel.WIW.IS Iht, fir:;t
and second sentences:

Page 3 of 4
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“Thickness measurements of the entire insulation wall or of
the primary insulation wall and braided or taped jackets shall
be made at IOX magnification (10 diameters). T)~ickne:;s
measurenumts of insulation coatings shall be made at IOOX
magnification (100 diameters).”

PAGE 26

4.7.4.11 In line 11, delete ‘9MIL-STD-228” and substitute ‘“FED-S’I’D-228.”

PAGE 29

4.7.4.17.1 In lines 13 and 14 of the paragraph, delete the sentence,
‘The specimen shall be examined for color retention (3.6.3).”

PAGE 33

5.1.1.2 Delete the wentence, “If spacified in the order (6.2), tie
wire shall be wound on the reel or spool in such manner that all ends
and all portions of wire which have been stripped of insulation or
othe~ise treated to mark dielectric test failures shall be accessible
to penait tank testing.”

PAGE 35

6.3 Delete the final sentence of the paragraph and substitute the
following:

‘The activity rcspousible for the Qualified Products L]!$t
is the Naval kir Systems Command, Washington, D.C. 20360;
however, application for qualification of products should
be made to the Consnanding Officer, Naval Weapons Support
Center (Code 3074), Crane, Indiana 47522, who has been
designated Naval Air Systems Command agent for establishing
this Qualified Products List. Suppliers or manufacturers
should not forward samples nor undertake the accumulation
of test data to be offered for qualification purposes until
authorizedby the Naval Weapons Support Center.-

Preparinq activity:
Navy - As
(Project No. 6145-N271)

[’aqc’4of4
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MIL-W-81381A
15 November 1972
SUPERSEDING
MIL-w-81381(AS)

15 October 1966

MILITARY SPECIFICATION

WIRE, ELECTRIC, POLYIMIDE-INSULATED,
COPPER OR COPPER ALLOY

This specification is approved for use by all Departments
? Agencies of the Department of Defense

1. SCOPE

1.1 Scope. This specification covers polyimide-insulated
single conductor electric wires made with silver-coated or nickel-coated
conductors of copper or copper alloy as specified in the applicable speci-
fication sheet. The polyimide insulation may be used alone or in combina-
tion with other insulation materials.

~*~ classification. The wires shall be as described in the
applicable military specification sheet.

1.2.1 Part numbers. Part numbers under this specification
are coded as in the following example:

M81381/1 22 9

Applicable speci- Wire size Insulation color
fication sheet designator

1.2.2 Temperature rating of finished wire, The maximu con-
ductor temperature of the finished wire for continuous use shall be as
specified in the applicable military specification sheet (6.1.1).

2. APPLICABLE DOCUMENTS

2.1 Government-furnished documents. The following documents
of the issue in effect on date of invitation for bids or request for
proposal, form a part of this specification to the extent specified
herein:

I FSC 6145 ]
1 I
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MIL-W-81381.A

SPECIFICATIONS

Federal

‘lT-I-735

UU-T-450

Military

MIL-T-5438

MIL-H-5606

MIL-T-5624

MIL-C-12000

MIL-L-23699

MXL-P-27402

STANDARDS

Federal

FED=STD-228

Isopropyl Alcohol

Tissue,Facial

Tester; Abrasion, Electrical Cable

Hydraulic Fluid, Petroleum Base; Aircraft,
Missile, and Ordnance

Turbine Fuel, Aviation, Grades JP-4 and JP-5

Cable, Cord, and Wire, Electric; Packaging of

Lubricating Oil, Aircraft Turbine Engine,
Synthetic Base

Propellant, Rydrazine - una-Dimethylhydrazine
(50% N2H4 - 50% UDMH)

Cable and Wire, Insulated; Methods of Testing

Military

MIL-STD-104 Limits for Electrical Insulation Color

MIL-STD-105 Sampling Procedures and Tables for Inspection
by Attributes

MIL-STD-109 Quality Assurance Terms and Definitions

MIL-STD-129 Marking for Shipment and Storage

MIL-STD-681 Identification Coding and Application of
Hookup and Lead Wire

SUPPLEMENT

See Supplement 1 for list of applicable military specification sheets.

2 Source: https://assist.dla.mil -- Downloaded: 2016-11-25T15:30Z
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MIL-W-81381A

PUBLICATIONS

Defense Logistics Services Center

H4-1 Federal Supply Code for Manufacturers Part 1,
Name to Code

H4-2 Federal Supply Code for Manufacturers Part 2,
Code to Name

(Copies of specifications, standards, drawings, and publications re-

~uired by suppliers in connection with specific procurement functions
siorld be o~ltained from the procuring activity or as directed by the con-
tracting of’~~.er.)

2.2 Other publications. The following documents form a part
of this specifica~ior to the extent specified herein. Unless otherwise
indicated, the issue in effect on date of invitation for bids or request

for proposal shall apply:

American Society for Testing and Materials

B298-70a Standard Specification for Silver-Coated
or Annealed Copper Wire

B355-69 Standard Specification for Nickel-Coated
or Annealed Copper Wire

soft

soft

D149-64 Standard Methods of Test for Dielectric Break-
down Voltage and Dielectric Strength of
Electrical Insulating Materials at Commercial
Power Requencies

D374-68 Standard Methods of Test for
Electrical Insulation

D882-67 Standard Methods of Test for
of Thin Plastic Sheeting

Thickness of Solid

Tensile Properties

(Copies of ASTM publications
Society for Testing and Materials, 1916
19103.)

may be obtained from the American
IUce Street, Philadelphia, Pennsylvania

J
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3. REQUIREMENTS

3.1 Specification sheets. The requirements for the individual
wires under this specification shall be as specified herein and in accord-
ance with the applicable military specification sheets. In the event of
discrepancy between this specification and the requirements of the appli-
cable military specification sheet, the requirements of the military speci-
fication sheet.shall govern.

3.2 Classification of requirements. The applicable require-
ments are classified herein as follows:

Requirement Paragraph

Qualification 3.3
Materials 3.4
Construction 3*5
Finished Wire 3.6

3.3 Qualification. The wire furnished under this specification
shall be a product which is qualified for listing on the applicable qualified
products list at the time set for opening of bids (see 4.3 and 6.3). The
provisions of 4.6 for retention of qualification are included in this
requirement.

3.4 Materials.

3.4.1 Conductor materi~l. All strands used in the manufacture
of the conductors shall be soft annealed copper conforming to ASTM B298-70a
or B355-69, as applicable, or shall be high strength copper alloy. Strands shall
be free from lumps, kinks, splits, scraped or corroded surfaces and skin
impurities. In addition, the strands shall conform to the following re-
quirements as applicable.

3.4.1.1 Silver-coated copper strands. The strands shall have a
coating thickness of not less than 40 micro-inches of silver when tested
in accordance with ASTM B298-70a.

3.4.1.2 Nickel-coated copper strands. The strands shall have a
coating thickness of not less than 50 micro-inches of nickel when tested
in accordance with ASTM B355-69, Adhesion of the nickel coating shall be
such that, after subjection to the procedures of 4.7.2.1, the strands shall
still pass the continuity of coating test in ASTM B355-69.

7.4.1.3 High strength copper alloy. The strands shall be of the
applicable AWG gage specified in Table 11 and of such tensLle properties tha:

the co;.riu-’.or from the finished wire confoms to the requirements of
3,5.1,3.2 for elongation and tensile strength. The strands shall be silver-
coated or nickel-coated in accordance with 3.4.1.1 or 3.4.1.2 as applicable.

Source: https://assist.dla.mil -- Downloaded: 2016-11-25T15:30Z
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* 3.4.2 Insulation material. All material used in any part of
the insulation shall be certified virgin material (3.4.2.1) containing no
additives except those required as pigmentation for colors or lubricants
used in extrusion. Fillers shall be added only when required by the ap-
plicable military specification sheet. When tested in accordance with
4.7.3, all fluorocarbon/polyimide composite films (tapes) used in the in-
sulation shall conform to the requirements of Table I. Other tapes or
Insulation coating materials shall be as specified in the applicable
specification sheet.

3.4.2.1 Virgin material. For purposes of this specification, virgin
material shall be 100 percent new material which has been through only
fhe procfissesessential to its manufacture antiits application to the wire
and has - n through these essential processes one time only. Any material
which has , ‘flouslybeen processed in any other manner is considered
nonvirgin matzrial. This requirement shall apply to the manufacture of
all ingredients a.~ components used.

3.5 Construction. Construction of the wire shall be as speci-
fied herein and in the applicable military specification sheet.

3.5.1 Conductor.

3.5.1.1 StrandinR,

3.5.1.1.1 Concentric lay stranding. The conductors of wire sizes
30 through 10 shall be concentric-lay conductors constructed as specified
in Table-II. Concentric lay shall be interpreted to be a central-strand
surrounded by one or more layers of helically wound strands. It iS
optional for the direction of lay of the successive layers to be alter-
nately reversed (true concentric lay) or to be in the same direction (uni-
directional lay). The strands shall be assembled in a geometric arrange-
ment of concentric layers, so as to produce a smooth and uniform conductor,
circular in cross-section and free of any crossovers, high stands, or other
irregularities. The direction of lay of the individual strands in the outer
layer of the concentrically stranded conductors of finished tire s~~ll be
left hand. The length cf lay of the outer layer shall not be less than 8
nqr more than 16 times the maximum conductor diameter as specified in the
applicable military specification sheet.

3.5.1.1.2 Rope lay strandin~. The conductors of wire sizes 8 through
0000 shall be rope-lay as specified in Table 11 and in (a) and (b) below.

(a) Rope-lay stranded conductors shall be laid up concen-
trically with a central member surrounded by one or
more layers of helically wound members. It is optional
for the direction of lay of successive layers to be
alternately reversed (true concentric
in the same direction (unidirectional

lay), or to be
lay) . The length

5

I
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* TABLE I

REQUIREMENTS OF FLUOROCARBON/POLYIMIDE INSULATION FILMS (TAPES)
m

——. —
—

CHARACTERISTICS

rensile Strength
(Minimum Average,
lbs./sq/in.)

Elongation
(Minimum Average,
Per Cent)

Dielectric Strength
(Minimum Average,
volts/roil)

Thickness
Minimum, inches
Maximum, inches

Tape Code

POLYIt41]

.1/1/.1

18,000

35

4,000

0.00110
0.00126

Products

0/1/.5

12,000

40

3,500

0.00125
0.00175

11,000

40

3,000

0.0017
0.0023

-FLUOROCAR!

0/1/1

11,000

40

3,000

0.0017
0.0023

INTAPES

0/2/.5

15,000

40

2,500

0.00238
0.00263

0/2/1

10,000

40

2,500

0.0026
0.0034

.5/2/.5

10,000

40

2,500

0.0026
0.0034

.1/1/.1 0.1 mil FEP-fluorocarbon resin/l-roilpolyimide film/O.l-mil FEP-fluorocarbon resin
0/1/.5 l-roilpolyimide film/O.5-mil FEP-fluorocarbon film
.5/1/.5 0.5-mil FEP-fluorocarbon resin/l–roilpolyimide film/O.5-mil FEP-fluorocarbon resin
0/1/1 l-roilpolyimide film/1-mil FEP-fluorocarbon resin
0/2/.5 2-roilpolyimide film/O.5–mil FEP-fluorocarbon resin
0/2/1 2–roilpolyimide film/1-mil FEP-fluorocarbon resin
.5/2/.5 0.5-Iuil FEP-fluorocarbon resin/2-roil po.lyimide film/O.5-mil FEP-fluorocarbon resin

N,OTE: First number In tape code is FEP-fluorocarbon resin nominal thickness in roils;
polyimide film nominal thickness in roils;and third number is FEP-fluorocarbon
thickness in roils.

FEP = Fluorinated Ethylene Propylene

second number
resin nominal

is

. .

)
.
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of lay of the outer layer of rope-lay stranded mem-
bers forming the conductor shall not be less than
10 or more than 14 times the outside diameter of
the completed conductor. The direction of lay of
the outside layer shall be either left or right hand.

(b) Members of rope-lay stranded conductors: The length
of lay of the wires composing the stranded members
shall be not greater than 16 times the outside diam-
eter of the member. Stranding of the individual mem-
bers may be either concentric or bunch.

* 3.5.1.2 Splices. Splices in individual strands or members shall
be butt brazed. There shall not be more than one strand-splice in any two
la~ lengths of a stranded concentric-lay conductor or in any two lay lengths
of any nle:. : in a rope lay conductor, except that not more than one splice
of an ent~re -mber shall be permitted in any two lay lengths of a rope lay
conductor. S?~ices in members of a rope lay construction shall be so
finished that Lhe cnnductor diameter is not increased at the point of brazing.
In no case shall the whole conductor be spliced at one point.

3.5.1.3 Elongation and tensile strength of conductor.

* 3.5.1.3.1 Soft or annealed copper. The Individual strands removed
from finished wires with soft or annealed copper conductors, wire sizes
20 and larger: or the whole soft or e-ma-ln~
finished wire

.......... c~pper cond-uctorremoved from
, sizes 22 and smaller, shall have the following minimum

elongation when tested in accordance cith 4.7.4.7.1:

Sizes 24 and smaller - 6 percent (minimum)
Sizes 22 am larger - 10 percent (minimum)

There shall be no tensile strength requirements for soft or annealed copper
conductors.

* 3.5.1.3.2 High strength copper alloy, The whole conductor removed
from finished wires with high strength copper alloy conductors shall exhibit
elongation of 6 percent, minimum, and a tensile breaking strength cocifonning
with Table II, when tested in accordance with 4.7.4.7.2.

* 3.5.1*4 Conductor diameter. The diameter of the conductor shall
be as specified in Table II. Applicability of the “general purpose” or of
the “small diameter” Table II requirements for maximum conductor diameter
shall be as indicated in the military specification sheet.

* 3.5.2 Insulation, The insulation shall be constructed as speci-
fied in the applicable military specification sheet. The minimm percent
overlap in applying each layer of insulation tape shall be as indicated on
the specification sheet. If more than one layer of tape is used in the
insulation, each layer after the first shall be applied as a cross or

7
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reverse wrap to the immediately preceding layer of tape. Splices shall be

permitted in the insulation :apes provided the performance characteristics
of tl]efinished wire, as defined in t!]isspecification, are not affected.
However, no splice in one layer of insulation tape shall be so positioned
on the wire as to overlap any part of a splice in another layer of insula-
tion tape; also, the measured maximum diameter of the finished wire at a
splice in Che insulation tape shall not exceed the measured diameter of the
finished wire where no tape splice is present by more than five times the
nominal thickness of the tape in which the splice occurs. ‘Splicesof the

outer insulation tape shall not be longer than one inch and not more than
one splice of the outer insulation tape shall occur in any 150 feet of the
finished wire. The laminated insulation shall be heated to obtain fusion
between layers of tape. All insulation shall be readily removable by me-
chr,nicalx “.-e stripping devices.

* 3.5.2.1 Insulation coating or jacket. When specified in the ap-
plicable specification sheet, a coating or a tape jacket of the composition
prescribed in the specification sheet shall be applied over the polyimide
or fluorocarbon/polyimide insulation. Such cGating or jacket shall be con-
tinuous and free of checks, cracks, splits, blisters, or other defects when
examined with normal vision without magnification.

3.6 Finished wire. The finished wire shall conform to the re-
quirements of Table III and those of the applicable military specification
sheet. The requirements cf ‘..6.1 ihrough 3.6.7 also apply.

3.6.1 Minimum insulation wall thickness. The requirement for
minimum insulation wall thickness stall apply to the total insulation wall
of the finished wire and also to an~’individual part of the total insulation
(e.g., primary insulation, insulation coating, or jacket) for which the
specification sheet prescribes a minimum thickness value.

* 3.6,2 Impulse dielectric test. One hundred percent of the
finished wire shall pass the impulse dielectric test of 4.7.4.1, which test
shall be made during the final winding of the wire on shipment spools or
reels.

* 3.6.3 Color. The color of the finished wire shall be as speci-.—
fied in the procurement contract or order in accordance with this paragraph
and tl~eapplicable specification sheet. Preferred colors. if any, are aS

indicated in the individual specification sheets. Except as (}rilem’isepro-
vided i this paragraph or in the specification sheet,all colors shall be
in accordance with MJL-STD-104, Class 1, or shall be “opaq~ledark vellow”
(color designator “N”) as defined in 3.6.3,1. Mien spticifiedin c~)eprour(-
r,en:contract or order, ohe MIL-s”ID-luL,Class 1, limits tur tl]ecolors
red, orange, bruwm and green shall be ex:ended in ~ccord3nce witn
>.h,].1 or wire kirh unpigmented pol~,imideresin insulation coating
(color designator “C”) shall be acceptable. ‘Whentilewire is to be used

an end item for the Government, such extension of the color limits
use of unpi~mented insulation coating stlallhe permissible unly when

~pe(’ifiedin the Government contract for tileend item, Color ceding

9
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‘y Str’-.es bar.4s.z-.b.-:?c~ .~~r’r~. “= t+e~ S< .. ... -: ~-~~it?n:’-w1-..
MfL-SID-681. All color limit requirements shall al-c apply after the air
oven test of 4,7.4.17.1.

* 3.6.3.1 Special color limits. The color limits for opaque dark
yellow (3.6.3) and those for
provided in 3.6.3 beyond the
fellows (Munsell notation).

red, orange, brown and green when extended as
limits of MIL-STD-104, Class 1, shall be as

. . . .

.
1

Color

Opaque dark yellow
Red
Orange
Brown
Green

Light limit Dark limit

2.5Y 8/8 2.5Y 5/8
2.5R 5/12 7.5R 2/6
2.5YR 6.5/14 1.25YR 3/12
2.5YR 4.5/6 2.5YR 2/2
2.5G 6/12 5.OG 2/6

For unpigmented polyimide resin insulation coating (3.6.3), no color limits
shall be applicable.

3.6.3.2 Durability of color. All solid color insulation coatings
(3.5.2.1) and color stripes or bands shall be capable of withstanding the
durability test of 4.7.4.3 for the number of cycles and with the wefght
specified in the applicable specification sheet. This test shall not be
required if the color coating, striping, or banding is under a clear jacket
and shall not be required of braided tracers.

* 3.6.4 Identification of product. Unless otherwise specified
in the applicable specification sheet, the finished wire shall be identified by
a printed marking applied to the outer surface or visible through the outer
surface. The printed identification shall consist of the following, at
intervals of 9 inches to 60 inches, as measured from the beginning of one
complete marking to the beginning of the succeeding complete marking.

Specification sheet part number
Manufacturer’s code designation in accordance with
publications H4-1 and H4-2

The printing shall be green in color in accordance with MIL-STD-104} Class 1,
except that when the wire is solid green or any other color against which
green is difficult to distinguish, the printing shall be white, Identifi-
cation printing shall be applied with the vertical axes of the printed
characters lengthwise of the wire when the nominal diameter of the finist~ed
wire is 0,050 inch or smaller. The vertical axes of the printed characters
may be ejther crosswise or lengthwise of the wire when the nominal diameter
of the wire exceeds 0.O.5Ginch, All printed characters shall be complete
and legible.

3.6,4,1 Durability of identification. Identification printing,.——— . —. .——
wheTI,~ppliedto ~jleOu[er surface of t}lefinisl]edwire, shall be capable
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Properties OF FINISHED WIRE

Conductor stranding

Conductor diameter

Finished wire diameter

Construct.iGr’of insulation

Minimum insulation w?ll
thickness

Removability of insulation

Impulse dielectric test

Insulation resistance

Color’

Durability of color coating,
striping, or banding

Identification of product

Durability of identification

Blocking

Workmanship

Finis ed wire weight

Conductor resistance

Conductor elongation and
tensile strength

REQUIREMENT

Table II and 3.5.1.1

Table 11 and 3.5.1.4

Specification sheet

Specification sh~-et;also
3.5.2 and 3.5.2.1

Specification sheet and
3.6.1

3.5.2

3.6.2

Specification sheet

3.6.3

3.6.3.2

3.6.4

3.6.4.1

3.6.5

3.6.6

Specification sheet

Table II

3.5.1,3
I

7METHOD

4.7,1

4.7.1

4.7.1

4.7.1

4.7.4.8

4.7.1

4.7.4.1

4.7.4.2

4.7,1

● 4.7.4.3

4.7,1

4.7.4.3
.

4,7.4.4

4.7.1

4.7.4.5

4.7.4.6

4.7.4.7

4.7.4,9Shrinkage 1 Specification sheet

L I.——
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TABLE IiI (continued)
..

1 EXAMINATION OR TEST

Lamination sealing

! Abrasion resistance,
initial

Low temperature (cold
bend)

Thermal shock resistance

Wrap test

Polyimide cure test
(sizes 10 and smaller,
polyimide coated con-
structions)

Flammability

Life cycle

Immersion tests

Humidity resistance

Surface resistance

Propellant resistance
(except polyimide coated
constructions)

Continuous lengths

REQUIREMENT METHOD

Specification sheet

Specification sheet

No cracking; no dielectric
breakdown

Specification sheet

No cracking; no dielectric
breakdown

No cracking

Specification sheet

Cuhrs to meet irLiti&lre-
quirements after oven exposure
(see 3.6.3)

No cracking in bend test
No dielectric breakdown
No pitting of conductor

Diameter increase, 5
percent max; no cracking on
bending; no dielectric break-
down

Specification sheet

Specifj.cationsheet

No dielectric breakdown

Table Ii’and 3.6.7

.———

4.7.4.10

4.7.4.11

4.7.4.12

4.7.4.13

4.7.4.14

4.7.4.15

4.7.4.16

k.?.4,L?.l

4.7.4.17.2
4.7,4.17.3
4.7.4.17.1

4.7,4.18

4.7.4.19

4.7.4.20

4.7.4,21

4.7.4,22

——.—

)
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of withstanding the durability test specified in 4.7.4.3 for the number
of cycles and with the weight specified in the applicable specification
sheet. This test shall not be required when the identification marking
is under a clear jacket.

3.6.5 Blockin~. Adjacent turns or layers of the wire shall
not stick to one a~ther when tested as specified in 4.7.4.4 at the temper-
ature specified in the applicable specification sheet.

3.6.6
cordance with
tion shall be
material.

* 3.6 7
contract or

Workmanship. All details of workmanship shall be in ac-
high grade aircraft wire manufacturing practice. The insula-
free of cracks, splits, irregularities, and imbedded foreign

Continuous lengths. Unless otherwise specified in the
‘er, the individual continuous lengths of wire in each in-

spection lot chall be of such footage that the inspection lot shall conform
to Table IV wii~i, e>.qrinedin accordance with 4,7.4.22. Unless otherwise
specified in the contract or order, the footage of the individual continu-
ous lengths in each spool or reel shall be marked on the spool or reel in
the sequence in which the lengths will be unwound by the user.

TABLE IV

MINIMUM CONTINUf)llSWIRE LENGTHS

WIRE SIZE REQUIRED MINIMUM PERCENT OF TOTAL INSPECTION LOT
(RANGE) FOOTAGE IN CONTINUOUS LENGTHS GREATER THAN

, 100 50 2s
j feet feet feet

30 - 20 5(J% 80% 100%
18 - 10 30% 80% 100%
8- 0000 50% 100% !

‘4. QUALITY ASSURANCE PROVISIONS

4.1 Responsibility for inspection. Unless otherwise specified
in the contract or purchase order, the supplier iz responsible for the per-
form~ce of all inspection requirements as specified herein. Except as
otherwise specified in the contract or order, the supplier may use his own
or ant,other facilities suitable for :Ileperformance of the inspection Ie-
guircmenrs specified herein, unless disapproved by the Government. The Gov-
ernment reserves [he right to perform any of :he inspections set forth in tile
specification where such inspections are deemed necessary to assure ~l)~t

supplies and services conform to prescribed requirements.

13
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4.2 rlp~,.z,J,i~+tj,JA,Cf ‘..~~c‘tiS:.. ~,.::xs :’...JLi=i.=::(;J~~~~k.—.. —— .—
of wires under thi~ specification shall be dividei in.c the following
classifications:

Classification Paragraph

Qualification inspection 4.3
Quality conformance inspection 4.4
Process control inspection 4.5
Periodic qualification re-evaluation 4,6

4.3 Qualification inspection. Qualification inspection shall
consist of all the examinations and tests of this specification except the
examination for continuous lengths and the examination of preparation for
delivery.

A 4.3.1 Sampling for qualification inspection. A finished wire
sample of the required length shall be submitted for each range of wire
sizes for which qualification Is desired. The sample may be any size wire
within the specified size range. Ten linear feet of the coated conductor
strand and fifty linear feet of each tape used in the manufacture of the
finished wire sample shall be submitted with the finished wire sample.

WIRE SIZE RANGE REQUIR131L~GTH OF SAMPLE (FEET)

30 through 26 150
~~ t:lr~ughl16 ,rn

LJV

14 through 10 150
8 through 6 100
4 through 0000 100

* 4.3.1.1 Optional qualification samples. In cases where two or
more specification sheets cover wires identical in materials and construc-
tion except for conductor (i.e., the specified conductor mav be silver
coated copper, nickel coated copper, silver coated alloy, or nickel coated
alloy in the different specification sheets), the finished wire sample, tape
sample, and conductor strand sample in accordance with 4.3.1 may be sub-
mitted for any one of the specification sheets in each range of wire sizes
for which qualification is desired. In addition, 10-foot samples of con-
ductor strand only, applicable to the same wire size range or ranges as
the finished wire sample, may be submitted for any of tileother specification
sheets which differ only in conductor. Apprcwal of the finished wire quali-
fication sample shall also quality the same wire size range or ranees in
each of the other specification sheets for which conductor strar,dsamples
have been submitted and approved.

,
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WIRE, ELECTRIC, POLYJMIDL-INSULATED,
COPPER @R COPPER ALLOY
Specification sheet part number
Manufacturer’s name and code number (Publications H4-1
and H4-2)
?lanufacturer’spart number
Comprehensive description and prime manufacturer’s name
and formulation number of the base materials from which
the product is made. (This information will not be
divulged by the Government.)
Place and date of manufacture of sample
Submitted by (name) (date) for qualification tests in
accordance with the requirements of MIL-W-81381A under
authorization (reference authorizing letter).

4.!. Quality conformance inspection. Quality conformance in-
spection ~h:,l.consist of the examinations and tests listed in Table V and
described uli~=r “Test ?lethods”(4.7). Quality conformance inspection shall
be performed on every lot of wire procured under this specification.

TABLE V

* QUALITY CONFORMANCE INSPECTION

I EXAMINATION OR TEST

Group I Characteristics—,.

Conductor stranding

“ [Conductor diameter

Finished wire diameter

I
lConstruction of insulation

Removability of insulation

jInsulatisn resistance

‘color, initial

Durability of color c~ating,
istriping,

I

or banding

Identification of product

i

RE@Hm?ENT

Table 11 and 3.5.1.1

Table 11 and 3,5.1.4

Specification sheet

Specification sheet; also
3.5.2 and 3.5.2.1

3.5.2

Specification sheet

3.6.3

3.6.3.2

I

3.6,b

MELHUJ)—- . . ..

4.7.1

4.7.1

4.7.1

4.7.1
*

4.7.1

4.7.;.2

4.7.1

4.7.4.3

,-,
+.’.1
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EXAMINATION OR TEST

Durability Of
cation

Workmanship

Finished wire

identifi-

weight

Conductor resistance

Conductor elongation and
tensile strength

Group II Characteristics

Minimum insulation wall
thickness

Shrinkage

Lamination sealing

Abrasion resistance, ini-
tial

Low temperature (cold bend)

Thermal shock resistance

Wrap test

Polyimide cure test
(sizes 10 and smaller,
polyimide coated con-
structions)

Group 111 Characteristic

Impulse dielectric test

—.

Group V Characteristic— ——

REQUIREMENT

3.6.4.1

3.6.6

Specification sheet

Table II

3.5.1.3

Specification sheet
and 3.6.1

Specification sheet

Specification sheet

Specification sheet

No cracking; no dielec-
tric breakdown

Specification sheet

No cracking; no dielec-
tric breakdown

No cracking

3.6.2

I

Continuous lengths
I iable I\’ and 3,6,7

l.—— ------ —-——.-—— ..— — — —— —

16

METHOD

4.7.4.3

4.7.1

4.7.4.5

4.7.4.6

4.7.4.7

4.7.4.8

4.7.4.9

4.7.4.10

4.7.4.11

4.7.4.12

4.7.4.13

4.7.4.14

4.7.4.15

4.7.4.1

4,7.4.22
__ —. --—
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4.4.1 Sampling for quality conformance inspection. MIL-STD-109

shall apply for definition: of inspection terns used herein. For purposes
of this specification, the following shall apply:

4.4.1.1 Lot. The inspection lot shall include all wire of one
part number subjec= to inspection at one time.

4.4.1.2 Unit of product - The unit of product for determining
lot size for sampling shall be.one continuous length of wire as offered
for inspection.

4.4.1.3 Sample unit (Groups I and II tests). The sample unit
for Gr~l:, I and II tests, except for theZouD I insulation resistance
test (4.- 1.1), shall consist of a single piece of finished wire chosen
at random f.ul,,the inspection 10C and of sufficient length to permit all
applicable e’.~wina:ionsand tests. Unless otherwise specified, the length
of the sample unit I.crGroup I tests of Table V, other than insulation
resistance, shall be 20 feet and the length of the sample unit for Group 11
tests shall be 25 feet. Not more than one sample unit for each group of
tests shall be taken from a single unit of product.

4.4.1.3.1 Sample unit for insulation resistance test (Group I).
The sampie unit for the Group I insulation resistance test shall be a
specimen at least 26 feet in length seiected at random from finished wire
which has passed the Graup III dielectric test. It is optional whether
the specimen is tested on the reel or removed from the reel for the test,
provided the length of the %pecimen can be determined.

4.4.1.4 Inspection levels and acceptable quality levels (AQL)
(Groups I and II tests). For Group I characteristics, including the in-
sulation resistance test, the inspection level shall be S-2 and the AQL
shall be 6.5 percent defective units in accordance with MIL-STD-105. “For
Group 11 characteristics, the inspection level shall be S-3 and the AQL
shall be 1.5 percent defective units.

* 4.4,1.5 Sampling and acceptance for the Group 111 (impulse
dielectric) test. The sample for the Group 111 impulse dielectric test
shall be 100 p-ercentof the finished wire and every length of the wire
shall be subjected fully to the test. Insulation breakdowns resulting
from the test and ends or.portions not subjected to the test shal? be
marked or cut out of the finished wire (4.7.4.1).

17

Source: https://assist.dla.mil -- Downloaded: 2016-11-25T15:30Z
Check the source to verify that this is the current version before use.



, ,.

MXL-W-81381A

-.
4 4 .1.5 Ppr.:“*n~ard ;-:f.~rah~il ?-” ~>**.e?3 ‘f)-—

lengths) examination.
;IYJWY (v’ ‘r .VL:~C-”:——.—— -——. ., ._,

The i~~e~t’i~n level and acceptkle quality level -
for this examination shall be as required for the applicable procedure
of 4.7.4.22.

4.4.2 Nonconforming inspection lots. Disposition of inspection
lots found unacceptable under Initial qual~conformance inspection shall
be in accordance vith M1L-STD-105.

4.5 Process COiltrOlinspection. This inspection comprises
tests and examinations of such a nature that they cannot be performed
on the finished wire as submitted for inspection and therefore must b.
conducted at the most appropriate stage of the manufacturing operations.
The process control tests shall consist of the tests listed in Table VI.
Process control inspection shall be performed on every lot of wire pro-
cured under this specification.

TABLE VI

PROCESS CONTROL Inspection

EXAMINATION OR TEST REQUIREMENT METHOD

Conductor material ~/ 3.4.1 4.7.2 )

Insulation material 3.4.2 4.7.3

Conductor splices 3.5.1.2 .4.7.1

~/ Except adhesion of nickel coating. See Table VII,

4.5.1 Sampling for process control inspection.

4,5.1.1 Conductor material. From each week’s production of indi-
vidual coated strands or from every 1000 pounds of such strands, whichever
is less, three ten-foot lengths of strand shall be selected In such a
zanner as to be representative of the material to be used in the finished
wire.

4.5.1.2 Insulation material. Three samples representative of each
incoming lot of Insulating ~terial shall be selected for test before ap-
plication to the wire.

4.5.1,3 Splices. The manufacturer’s method of splicing indivjd~al
strands a.,d entire members s]lallbe observed at the discretion of C’}C
Government representative.

1$
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4.5.2 Rejection and retest in process control inspection. When

a process control sample selected from a production run fails to meet the
specified tests, no items still on hand or later produced shall be ac-
cepted until the extent and cause of the failure have been determined.
After investigation, the contractor shall advise the Government of the
action taken and, after corrections have been made, shall repeat all the
process control tests. Rejection after corrective action will require that
the con-tractoradvise the procuring activity of the details surrounding
the retest and cause for rejection.

4.5.2.1 Effect of process control failure on quality conformance
testin~. Quality conformance testing may be continued during the investi-
gation of the failure of a process control -sample,but final acceptance
of the -aterial shall not be made until it is determined that the lot meets
all the ~ ‘ocesscontrol requirements and quality conformance requirements
of the sp “fication.

4.6 Retention of qualification. Periodic qualification re-
evaluations shall~e made at two-year intervals after the date of the
letter of notification of the product’s acceptability for qualification.
Materials from current production shall be evaluated against the require-
ments of Table VII in addition to the quality conformance requirements
and process control requirements of Table V and Table VI.

TABLE VII

TESTS APPLICABLE ONLY TO QUALIFICATION INSPECTION
ML QUALIFICATION RE-EVALUATION

TEST REQUIREMENT METHOD

Adhesion of nickel coating 3.4.1.2 4.7.2.1

Blocking 3.6.5 4.7.4.4

Flammability Specification sheet 4:”7.4.16

Life cycle Table 111 4.7.4.17

Immersion tests Table III 4.7.4.18

Humidity resistance Specification sheet 4.7.4.19

Surface resistance Specification sheet 4.7.4.20

Propellant resistance Table III 4,7.4.21
(except -ol.yimidecoated
COcstructio[ls)

19
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4.6.1 Re-evaluation procedure. It shall be the responsibility
of the qualified supplier to furnish to the Government, at two-year inter-
vals, the data necessary to establish the continued conformity of the
product to all qualification requirements. These data should preferably
be complete test results of a sample representative of current production,
~e ted against all the requirements of the specification. At the discre-
tion of the qualifying activity, test records from current production may
be accepted for the re-evaluation to the extent they are available and
samples from current production need be subjected to only the tests for
which no production test records are available. The qualifying activity
shall be notified of the test results. If a failure occurs, no wire repre-
sented by the sample nor any other wire manufactured with the same materials
and processes, which has not already been submitted for quality conformance
inspection, shall be offered for acceptance until the cause for failure
has been determined and concurred in by the qualifying activity as not
affecting the ability of the wire to pass qualification inspection require-
ments. In the event the date for re-evaluation has passed and no current
production materials or data are available for re-evaluation, the supplier
shall still be eligible for contract award, but final acceptance of material
from such a supplier is contingent upon his material meeting all the quali-
fying requirements of the specification.

4.7 Test methods.

4.7.1 Examination of product. AII samples shall be ex-
amined carefully to determine conformance to this specification and to the
applicable specification sheets with regard to requirements not covered
by specific test methods.

4.7.2 Conductor material. Conductor strands
the conductor,

J Prior to use in
shall be tested for conformity to ASTM B298-70a or B355-69,

as applicable. Thickness of silver or nickel coating shall also be deter-
mined by the methods of ASTM B298-70a and B355-69.

4.7.2.1 Adhesion of nickel coating. Two 6-inch specimens shall
be cut from the sample of nickel-coated strand. One specimen shall be
wrapped over its own diameter for eight close turns. The second specimen
shall remain in its straight form. Both specimens shall then be subjected
to ten continuous cycles of temperature change. Each cycle of temperature
change shall consist of 4 hours at 250 ~3°C (482 ~5.4°F) followed by 4
hours at room temperature. Upon completion of the thermal cycling, the
straight specimen shall be wrapped over its own diameter for eight close
turns in a manner identical to that of the first specimen, Both wrapped
specimens shall then be tested for continuity of coating in accordance
~’iththe procedure given in ASTM B355-69.

4,7.7 Insulation material. Samples of insulation material se-..--—
lected 12 accordan~e with 4.5.1.2 shall.he s:lbjecte:lto t!lefollowing,tests:

20
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4.7.3.1 fensi~e stlength aid elongation ct polyimitieand rl~uro-
carbon/polyimide tapes, The samples of polyimide and fluorocarbon/polyimide
tapes shall be subjected to the tensile strength tests and elongation tests
of ASTM D882-67 Method A or B, except that there shall be no limitation as
to width of the tape.

* 4.7.3.2 Dielectric strength of polyimide and fluorocarbon/polyimide

=“ Samples of the tape shall be subjected to the short-time test of
,,’s~)lp149..64* For tape having a width of 5/16 inch or greater, stainless
steel electrodes 1/4 inch in diameter with edges rounded to a 1/32 inch
radius shall be used. For tape narrower than 5/16 inch, stainless steel
electrodes 3/32 inch in diameter with edges rounded to a 1/64 inch radius
shall be used. The radius must be accurate, and should be checked on an
-Ipticalcomparator. Voltage shall be increased at approximately 500 volts
>e’:secon<. Tapes shall be tested with oil as the medium. The oil shall
be as specij ?d in MIL-L-23699.

4.7.3.3 Thickness of tapes. Samples of the polyimide or.fluoro-
carbon/polyimide p~imry insulation tapes, and also of tapes used as
jacketing material (3.5.2.1) when applicable, shall be subjected to the
test procedure of ASTM D374-68, Method C. The average shall be obtained

of 10 randomly selected readings from a minimum area of 12 square inches.

4.7.4 Finished wire. Methods of test of the finished wire
shall be as follows:

* L.7.4.1 Impulse dielectric test.

4.7.4.1.1 ‘ Test equipment. The electrode head through which the wire
is passed in the impulse dielectric test shall be of a suitable bead chain
construction such that the electrode will give intimate metallic contact
with practically all of the wire insulation surface. The characteristics
of the test impulse and of the equipment auxiliary to the electrode head
shall be as follows:

(a) Test impulse. The wave form of the voltage supplied
to the electrode head shall consist of a negative
pulse, the peak magnitude of which shall be as speci- [
fied for the wire under test, followed by a damped
oscillation, Unless othemise specified in the ap-
plicable specification sheet, the peak impulse volt-
age for wire of this specification shall be 8.0
kilovolts. The rise time of the negative impulse i

wave front from zero magnitude to 90 percent of the
specified peak voltage shall be not more than 75
microseconds. The peak value of the first positive
overshoot and each of the subsequent damped oscilla-
tions shall be smaller than the initial negative pulse.
The time during which each pulse and accompanying
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(b)

(c)

(d)

i4r:Pd os-lllatiLr (rgs!ti-’~w “~ rmlainsnegativu
b~ an absolute pucent~al uf W .>ercentor gred~~L

of the specified peak voltage shall be 20 to 100
microseconds, The pulse repetition rate shall be
200 to 250 pulses per second, inclusive. Except for
the final peak voltage adjustment (4.7.4.1.3), con-
formity to these test impulse parameters shall be
determined with no capacitive load impressed uPon
the electrode.

Capacitive tolerance, The tolerance of the equipment
to change in capacitive load shall be such that the
peak output voltage shall not be reduced by more
than 12 percent in the event of an increase of
capacitive load, between electrode and ground, from
an initial load of 12.5 picofarads per inch to 25
picofarads per inch of electrode length.

Instrument voltmeter. Connected to the electrode
head, there shall be a peak reading voltmeter indi-
cating continually the potential of the electrode.
The voltmeter shall show full deflection at a
potential not exceeding 15 kilovolts and shall have
a minimum accuracy of ~ 4 percent at the specified
test impulse potential.

V-41.. m4vm,*4 + Thavn ~~=~~ be g fa~~lgrelaALure detectiora~A&bu&.. ......
detection circuit to give a visible or audible indi-
cation of insulation failure, automatically reener-
gize the electrode head, and stop progress of the
wire through the electrode. The detecting circuit
shall be sufficiently sensitive to indicate a fault
at 75 percent of the specified test voltage when the
electrode is arced to ground through a 20 kilohm re-
sistor and shall be capable of detecting a fault
which lasts for the duration of only one impulse.

4.7.4.1.2 Calibration of equipment. The instrument voltmeter shall
be calibrated by comparison with an external standard voltmeter capable
of detecting the peak potential at the electrode head with or without
auxiliary circuitry. In performing the calibration, the standard voltmeter
shall be connected to one of the electrode beads directly or through a
calj.bratedattenuator circuit. The impulse generator shall be.energized
and the voltage control of the impulse generator shall be adjusted until
the reading on the standard voltmeter is the specified potentj.al,at which
point the reading on the instrument voltmeter shall be observed and lecorded.
This callbracion shall be r:peatecifor eack,peak potential at which it is
intended to operate t}leequipment. An alte~native procedure is ‘:y means of
a calibrated oscilloscope connected to the elec~rode through a s[)itable

,..,

. .\

‘)
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attenuator. The peak magnitude of the negative pulse can then be read
directly from the waveform display. An oscilloscope connected to the
electrode head at suitable test pcints shall also be used to verify con-
formance to the other waveform parameters specified in 4.7.4.l.l(a).

4.7.4.1.3 Test procedure. The finished wire shall be threaded
through the electrode head and the conductor shall be grounded at one or
both ends: The electrode shall be eriergiiedtD the specified peak potential
and, after final adjustment of the volttlgewith wire in the electrode head,
the wire shall be passed from the pay-off spool through the electrode and “
onto the take-up spool. The speed of passage of the wire through the elec-
trode shall be such that the wire is subjected to not less than 3 nor more
than 100 pulses at any given point. Any dielectric failures which occur

~hall be ut out or marked for later removal along with at least 2 inches
of wire ..;.~ch side of the failure. Durihg all parts of the test, includ-
ing string-up of new lengths, every effort shall be made to test the entire
length, incl ~fng ends of the wire, in accordance with this procedure. All
ends or other portiuns of the wire not so te~ted shall be removed subsequent
to the test. When specified in contract or arder (6.2), dielectric failures,
untested portions of wire, or portions which have been exposed to fewer or
more than the specified nuthberof pulses may be marked by stripping the in-
sulation or by other suitable method of marking as specified in the contract
in lieu of being cut out of the wire.

& ~.~.~. IfiSUlatiGli fG5iStati~e. The uninsuiateti emis of a wire
specimen at least 26 feet ih length shall be cohnected to a positive DC
terminal and the specimen shtillbe immersed to within 6 inches of its ends
in a water bath, at 25 ~5°C (77 ~ 907), containing 0J5 to 1.0 percent of
an anionic wetting agent. The specimen shall remain immersed for not less
than 4 hours, after which a potential of not less than 250 volts nor more
than 500 volts shall be applied between the conductor and the water bath
which serves as the second electrode. The insulation resistance shall be
determined after one minute of electrification at this potential, and shall
be expressed as megohms-1000 feet by the following calculation:

Total specimen resistance (megohms) x immersed I%ngth (feet;
Megohms-1000 feet =

1000

b.7.4.3 Durability of color markings. The durability of solid
color insulation coatings or of product identification or color markings
applied to the wire for coding shall be evaluated at 20 to 25°C (68 to 77”F)
as follows: (

J- .$. 3.1 Durability :esting apparatus. The -tarkingsdurability
tes!er shall he designed to hold a short specimen of finished wire firmlv
clar,pedin ~ ?~oriznntalposition with the upper longitudinal surface of
the specimen fully exposed. The instrument shall be capable of
small cylindrical steel mandrel (I]suallya needle), 0.025 inch
repeatedly over the upper surface of the wire, in such position

rubbing a
in diameter,
that the
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longitudinal axes of the mandrel and the specimen tire.? righr angles to
each other with cylindrical surfaces in ccntact. A weight sffixed to a jig
above the mandrel shall control the thrust normal to the surface of the in-
sulation. A motor driven, reciprocating cam mechanism, and counter shall
be used to deliver an accurate number of abrading strokes in a direction
parallel to the axis of the specimen. The length of the stroke shall be
3/8 inch and the frequency of the stroke shall be 120 strokes (60 stroking
cycles) per minute.

4.7.4.3.2 Durability testing procedure. In performing the test, a
specimen of wire shall be mounted in the specimen clamp and the weight
specified in the applicable specification sheet shall be applied through
the abrading mandrel to the marked surface. The counter shall be set at
zero and the drive motor started. The specimen shall be observed throughout
the progress of the test and, as soon as a continuous line of the solid
color insulation coating or of the stripe, band, or printed marking is re-
moved under the abrading mandrel, the number of abrading cycles shall be
recorded. Unless otherwise specified in the applicable specification sheet,
three specimens from each sample unit shall be tested and the results
averaged.

* 4.7.4.4 Blocking. One end of a piece of finished wire, of suffi-
cient length to perform the test, shall be affixed to a metal spool of
the barrel diameter specified for the applicable wire size in Table VIII.
The wire shall then be wound helically on the spool for at least three
turns, wiillthe succeeding t-urnsirtclcse ccr.tact@th ame an~~he=+--------- ThP

tension for winding shall be equal to the test load specified for the cold
bend test of the same size wire in the applicable specification sheet. The
winding shall be continued until there are at least three closely-wound
le;rersof such helical turns on the spool. The free end of the wire shall
then be affixed to the spool so as to prevent unwinding or loosening of the
turns or layers and the spool and wire shall be placed for 24 hours in an
air oven at the temperature specified on the applicable specification sheet.
At the end of the 24-hour period, the spool and wire shall be removed from
the o=Jcnand allowed to cool to room temperature. After cooling, the wire
shall be unwound manually, meanwhile being examined for evidence of ad-
hesion (blocking) of adjacent turns or layers.

4.7.4.5 Wire weight. The weight of each lot of finished wire
shall be determined by Procedure I (4.7.4.5.1). Lots failing to meet the
wire weight requirement of the applicable specimen sheet when tested in
accordance with Procedure I shall be scbjected to Procedure II (4.7.4.5.2).
All reels or spools failing to meet the requirements of the applicable
specification sheet, shall be rejected. The sampling plans of 4.L.1 are
not applicable in Procedure 11,

4,;, 4,5.1 Procedure 1. The lene:h and wei,ght of a spe~~me:~ at least

10 feer long shall be accurately measli]-e(l and the resu~:an: measurements
converted to pcunds per 1000 feet.
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4.7.4.5,2 Procedure II. The net weight of the finished wire on
each reel or spool shall be obtained by subtracting the tare weight of the
reel or spool from the gross weight of the reel or spool and the wire thereon.
The net weight of the wire on each reel or spool shall be divided by the 1

exactly determined length of wire on that reel or spool and the resultant
figure converted to pounds per 1000 feet. When wood or other moisture ab-
sorbent materials are used for reel or spool construction, weight determi-
nations shall be made under substantially the same conditions of relative
humdity.

4.7.4.6 Conductor resistance. The DC resistance of the conductor
shall be measured in accordance with Method 6021 of FED-STD-228 except that
the w~r~ shall be tested dry without immersion.

4.7, 7 Conductor elongation and tensile strength.

* 4.7,4./.1 ?oft or annealed copper. Elongation tests of soft or----
annealed copper conductors shall be performed in accordance with Method 3211
of FED-STD-228. For wire sizes 20 and larger, the tests shall be performed
upon individual strands taken from the conductor of the finished wire. For
sizes 22 and smaller, the tests shall be performed upon the whole conductor
removed from the finished wire and the elongation shall be measured when
the firs. strand of the conductor breaks. For wire sizes 20 and larger,
On~Y the va~ues ob~m+-n~ ...4+h-------“*b...iEl~iViC!”~l strznds shall be cvnsicieretiand,
for wire sizes 22 and smaller, only the values obtained with the whole con-
ductor shall be considered, in determining the conformance of soft or an-
nealed copper conductors to elongation requirements of this specification.

* 4.7.4.7.2 High strength copper alloy.- Elongation and tensile
strength tests of high strength alloy conductors shall be performed in
accordance with Method 3211 of FED-STD-228, except that the tensile strength
shall be reported as the tensile breaking strength of the conductor rather
than in pounds per square inch. The tests shall be performed upon the whole
conductor removed from the finished wire. Conductor elongation shall be
measured when the first strand of the conductor breaks, and the total tensile
force indicated by the testing machine at break of that strand shall be
regarded as the breaking strength of the conductor. Only the values thus
obtained with the whole conductor shall be considered in determining the
conformity of high strength alloy conductors to the elongation and tensile
strength requirements of this specification.

4.7.4.8 Minimum insulation wall thickness. The thickness of the
Ijntireinsulation wall of the finished wire and, when applicable, the t~i:k-
ICSS of the primary insulation and of the insulation coating nr +a:kct sl)all
Ue ncasured at their thinnest points on a cross-section af the wire at IJX
magnifica~ion. For the primary insulation and for the =nti.re insula:i.)n, a
wall thlc’knessmeasurement shall be the shortest distan.~=berween the Ju[er-
nost rim of the primary insulation or of the finished wire, as applicable,
and the outer rim of the outermost strand of the conductor. For the coarinr
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* 4,7.4.9 Shrinkage. A 12-inch specimen of the finished tire shall
be cut so that the insulation and conductor are flush at both ends, (For
purposes of this test, insulation is defined as all layers of nonconducting
material covering the electrical conductor; e.g., primary insulation, all
tapes and braids, and the jacket.) The specimen shall he maintained at the
temperature specified in the applicable military specification sheet for 6
hours in an air oven. At the end of this period, the specimen shall be re-
moved from the oven and allowed to return to room temperature. Shrinkage
of the insulation shall then be measured as the greatest distance which any
part of the insulation has receded from either end of the conductor; that is,
the measurement obtained at the end showing the greater shrinkage shall be
considered the shrinkage of the specimen.

4.7.4.10 Lamination sealing. A 12-inch specimen of finished wire
shall be prepared and exposed to air oven temperature as specified in
4.7.4.9, except that the oven temperature shall be as specified for test of

lamination sealing in the applicable military specification sheet and that
the period of oven exposure shall be 48 hours. After cooling, the specimen
shall be examined visually for delamination of the insulation. Any separa-
tion of layers, either along the insulation or at the ends, shall constitute
failure.

4.7,4,11 Abrasion. The abrasion resistance test shall be conducted
on a testing machine conforming to MIL-T-5438, except that the machine shall
be modified or supplemented by a device to determine the lengthwise tension
of the wire specimen when it is being clamped into the machine. The ab-
rasive tape shall be as specified in MIL-T-5438, except that the abradant
on the tape shall be aluminum oxide, grit 400, and the detection cross
stripes of conductive silver paint on the tape shall be 1/4 inch wide,
spaced 3 inches apart, center to center. The insulation of the wire sample
shall be free of surface contaminants such as oil or moisture and, for
refere$ tests, atmospheric conditions shall be standard as defined in
MIL-STD-228. In making the test, an inch of the insulation shall be removed
from one end of a 30-inch specimen of the finished wire and this end shall
be connected to the detection circuit of the tester. The specimen shall be
clamped into the tester, using the lengthwise tensile load, the weight
support bracket and the vertical weight specified in the applicable specifi-
cation sheet. The specimen shall then be abraded. At the start of each
measurement the center of a conducting stripe shall be at the point of con-
tact with the wire. The reading of each measurement shall be the Iengrh of
abrasion tape in inches to come in contact with the wire insulation to the
point where the machine stops. After each reading, the specimen shall be
moved forward 2 inches and rorared clockwise 90 degrees, Eight rezciings
shall be mh~airied f~r eat!, spe:imen. An a~’erage shali be obtained by calcu-
lating the arithm?:ic mean of ali the readings which are indivic!uall<~ le~s
t’han the .lri:hmecic mean of a:: the eight readings per specimen. I’i)i5 average
shall define the abrasion resis~.ante of :!]especimen under test.
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4.7.4.12 Low temperature (cold bend). One end of a wire specimen

36 inches in length shall be secured to a rotatable mandrel in a cold
chamber and the ~ther end to the load weight specified in the applicable
specification sheet. The diameter of the mandrel.shall be as specified
in the specification sheet. Provision shall be made for rotating the
mandrel by means of a handle or control located outside the chamber. The
specimen of wire and the mandrel shall be conditioned at -65 +2°C
(-85 ~3.6°F) for 4 hours. At the end of this period and whil~both mandrel
and specimen are still at this low temperature, the specimen shall be wrapped
helically, for its entire length or for 20 turns whichever is the lesser
numbec f turns, around the mandrel without opening the chamber. The bend-
ing sh !’ he accomplished at a uniform rate of 2 ~1 RPM. At the completion
of this ~-., the specimen shall be removed from the cold box and from the
mandrel without straightening. The specimen shall be examined for cracks
in the insulation. The insulation shall then be removed for a distance
of 1 inch from each end of the specimen and the specimen shall be subjected
to the wet dielectric test specified in 4,7,4.17.3 with the bent portion
submerged.

4.7.4.13 Thermal shock resistance.

4,7.4.13.1 preparation of specimen. A specimen of wire, five feet
long, shall be prepared by carefully removing 1 inch of insulation from
each end of the wire. (For purposes of this test, insulation IS defined
as all layers of non-conducting material covering the electrical conductor,
e.g., primary insulation, all tapes and braids, and the jacket.) A razor
blade or equivalent, held perpendicular to the axis of the wire, shall be
used to cut the insulation for the removal operation. The length of ex-
posed conductor at each end of the specimen shall be measured to the
nearest 0.01 inch. The specimen shall be formed into a loose coil not less
than 1 foot in diameter and shall be laid on a wire screen for handling
throughout the test.

4.7.4.13.2 Test procedure. The specimen shall be placed for 30
minutes in a preheated air circulating oven at the temperature specified
in the applicable specification sheet. The specimen shall then be removed
from the oven and, within two minutes, placed in a chamber which has been
precooled to -55 ~2°C (-67~3.6°F), It shall be exposed to this tempera-
ture for 30 minutes, after which it shall be removed and allowed a minimum
of 30 minutes to return to room temperature, 20 to 25°C (68 to 77°F). At
the conclusi~n of this cycle, the distance from the end of each layer of
insulation to the end of the conductor shall be measured to the nearest
0.01 inch. This thermal shock cycle and the measurements shall be repeated
for an additional three cycles (a total of four cycles). Any measurement
var;?ingfrom the original measurement by more than the amount specified
in the applicable specification sheet shall constitute failure. Any flaring
of any layer shall also constitute failure.

27Source: https://assist.dla.mil -- Downloaded: 2016-11-25T15:30Z
Check the source to verify that this is the current version before use.



. ..— .—

.1.

P~lL-d-&13$lA

4.7.4.14
12 inches plus
shall be wound

wrap test. A specimen of finished wire, with a length of
the additional length required for winding on the mandrel,
tightly for two close turns around a mandrel of the diameter

specified in the applicable specification sheet. The winding may be accom-
plished manually snd shall be in the middle portion of the specimen so that
6 inches of each end shall remain straight. The specimen shall then be
removed from the mandrel, examined for cracks visually without aid of magni-
fication, and subjected to the wet dielectric rest of4.7.4.J.7.3.

4.7.4.15 Polyimide cure test, Two hundred milliliters of distilled
water together with a few boiling chips or beads shall be placed in a 1
liter Erlenmeyer fiask and the flask shall be closed by a rubber stopper

fitted with a water cooled reflux condenser. The flask shall be heated
by hot plate or heating. mantle until the water is boiling and condensate
is returning from the reflux condenser. One end of an approximately 12
inch length of the wire to be tested shall be inserted into the flask by
passing it between the rubber stopper and the side of the flask or through
a snugly fitting hole in the stopper, so that 5 inches of the wire length
extends into the vapor phase inside the flask. The portion of the wire
inside the flask shall be essentially straight and shall not be in contact
with the glass sides of the flask or condenser, the layer of liquid water
in the bottom of the flask, or the liquid condensate returning from the
condenser. Heating of the flask shall be resumed, with stopper and reflux
evudenser zgzirLirlpl~cc. Tb,e +ro i~~ide the flask shall bep~~ticp.of !.?---

exposed to the vapor phase above the boiling water for exactly one hour
and shall then be removed from the flask. A 4 inch specimen shall be cut
from the vapor-exposed portion of the wire, avoiding the one inch which was
nearest the rubber stopper during vapor exposure. The 4 inch specimen
shall be allowed to cool at room temperature for a minimum of fifteen
minutes, after which it shall be wrapped in a tight spiral for six turns
or the full length of the specimen, whichever is lesser, around a mandrel
~,hichfor wire sizes 18 and smaller shall be the specified maximum diameter

of the wire and for wire sizes 16 and larger shall be three times the speci-
fied naximum diameter of the wire. The specimen shall then be inspected
visually ‘forcracks without the aid of magnification.

4.7.4,16 Flammability.

4.7.4.16.1 Apparatus. The test shall be performed within a test

chamber approximately one foot square by two feet in height, open at top
and front to provide adequate ventilation for combustion but to prevent
drafts. The specimen holder shall be so designed that the lower end of
a 24-inch wire specimen is held by a clamp, while the upper end of the
specimen passes O\,era pulley and can be sllitabl~.weighted to hold the

specine~]taut at an al:gle of 60 degrees with the ;l~rizontal,in a plane
paraiiel to and approximately 6 inches frcr ch}v bi?Lk of L!-,P c!)a~},{r. ‘The

test flame shall originate from a Bunsen type gas btirner‘.’itha I/& inch

inlet, a needle valve in the base for gas adjustment, a bore of 3/8 inch
nominal, and a barrel length of approximately 4 inches above the air J:IP:L.
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The burner shall be adjusted to furnish a 3 inch conical flame with an
inner cone approximately 1 inch in length and a flame temperature not less
than 954°C (1749”F) at its hottest point, as measured with an accurate
thermocouple pyrometer. A sheet af facial tissue conforming to UU-T-450
sliallbe suspended taut and horizontal 9-1/2 inches below the point of
duplication of the flame to the wire specimen and at least 1/2 inch from
tilechamber floor, so that any material dripping from the wire specimen
shall fail upon the tissue.

4.7.4.16.2 Procedure. A 24-inch specimen of wire shall be marked at
a distance of 8 inches from its lower end to indicate the point for flame
application and shall be placed in the specified 60 degree position in
tl(etc-’-chamber, The lower end of the specimen shall be clamped in posi-
tion i}.. F specimen holder and the upper end shall be passed over the
pulley ~li ● lwlder and weighted with the weight specified for life cycle
test of L]’.~..ame wire in the applicable specification sheet. With the
burner held ~erp.~~icular to the specimen and at an angle of 30 degrees
from the vertical plane of the specimen, the hottest portion of the flame
shall be applied to the lower side of the wire at the test mark. The period
of test flame application shall be 30 seconds for all sizes of wire and the
test flame shall be withdrawn immediately at the end of that period. The
distance of flame travel upward along the specimen from the test mark and
the tim~ of burning after removal of the test flame shall be recorded; also
the presence er absecce of flame in the facial ti~sue c?neto incendiary
drip from the specimen. Charred holes or charred spots in the tissue shall
be ignored in the absence of actual flame. Breaking of the wire specimens
in sizes 24 and smaller shall not be considered as failure provided the
requirements for flati travel limits, duration of flame, and absence of
incendiary dripping are met.

4.7.4.17 Life cycle.

4.7.4.17.1 Air oven. One inch of the insulation shall be removed
from each end of a 24-inch sample of the finished wire. The central portion
of the specimen shall then be bent over a horizontally placed mandrel of
the diameter specified in the applicable specification sheet. Each end
of the conductor shall be loaded with the weight specified in the specifi-
cation sheet, so that the portion of the insulation between the conductor
and mandrel is under compression and the conductor is under tension. This
specimen so prepared on the mandrel shall be placed in an air-circulating
oven and maintained for the period of time and at the temperature specified
in the specification sheet. After completion of the air oven exposure,
~he specimen shall be cooled to between 20 and 25°C (68 to 77°F), within a
period of 1 hour. When cooled, the wire shall be freed from temsion, re-
moved from the mandrel, and straightened. The specimen st~allbe examined
for color retention (3.6.3). The specimen shall then be subjected to the
bend test (4.7.4,17.2),followed by dielectric test(4.7.4.17.3). Lifter
the dielectric test, the insulation shall be removed from the specimen
and the conductor shall be examined for pitting.

29

Source: https://assist.dla.mil -- Downloaded: 2016-11-25T15:30Z
Check the source to verify that this is the current version before use.



. .

iiIL-w-81381A

.’

4.7.4 .17.2 ~~d test. In a temperature maintained between 20 and 25*C

(68 to 77”F), one end of the specimen shall be secured to the mandrel and

the other end to the load weight specified in the applicable specification
sheet. The mandrel shall be rotated until the full length of the specimen
is wrapped around the mandrel and is uriderthe specified tension with ad-
joining coils in cGntact. The mandrel shall then be rotated in reverse
direc~ion until the full length of the wire which was outside during the
first wrapping is now next to the mandrel. This procedure shall be repeated
until two bends in each direction have been made in the wire. The outer
surface of the wire shall then be observed with 10X magnification for crack-
ing of the insulation. Checks in a dispersion coating do not constitute
failure.

4.7.4.17.3 wet dielectric test. The uninsulated ends of the specimen
shall be attached to an electric lead. The specimen shall be immersed in
a 5 percent, by weight, solution of sodium chloride in water at 20 to 25°C
(68 to 77”F), except that the uninsulated ends and 1-1/2 inches of insulated
wire at each end of the specimen shall protrude above the surface of the
solution. After immersion for 5 hours, the voltage specified in the appli-
cable specification sheet at a frequency of 60 hertz (cycles per second)
shall be applied between the conductor and an electrode in contact with
the liquid. This voltage shall be gradually increased at a uniform rate
from zero to the specified voltage in 1/2 minute, maintained at that volt-
.“e f~~ =u~. Fericd Of 5 tinlJtes, and gradually reduced to zero in 1/2 minute.

4.7.4.18 Iumersion tests. Specimens of wire of sufficient length
to perform the subsequent tests shall be gaged accurately to determine their
initial diameter and shall then be immersed to within 6 inches of their ends
in each of the following fluids (using a separate specimen for each fluid)
for the lengths of time and at the temperatures specified.

(a) Lubricating oil, aircraft turbine engine, synthetic
base, MIL-L-23699, for 7 hours at 175 ~2°C (347~3.6°F).

(b) Hydraulic fluid, petroleum base, aircraft, missile,
and ordnance, MIL-H-5606, for 20 hours at 48 to
50°C (118.4 to 122”F).

(c) Isopropyl alcohol, TT-I-735, for 20 hours at 20 to
25°C (68 to 77”F).

(d) Turbine fuel, aviation, Grade JP-4, MIL-T-5624, for
20 hours at 20 to 25°C (68 to 77”F).

During immersion, the radius of bend of the wire shall be not less than
fourteen times the maximum specified diameter of the wire under test. Upon

removal from the liquids, the specimen shall remain for 1 hour in free air
at room temperature. The diameter shall be gaged accurately and compared
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to the initial diameter.
one inch from each end of
shall be subjected to the
of 4.7.4.17.3.

The insulation sha~l be
a 24-inch length of the
bend test of 4.7.4.17.2

4.7.4.19 Humidity resistance. A 52-foot
subjected to the following:

4.7.4.19.1 Apparatus. The apparatus shall
capable of maintaining an internal temperature of
an internal relative humidity of 95 ~ 5 percent.
capable of being so sealed as to retain the total
test space. The heat loss from the chamber shall
thz internal temperature from the above specified

removed for a dis~ance o:
specimen and this length
and the dielectric test

specimen of wire shall be

consist of a test chamber
70 ~2°C (158~ 3.6”F) and
The test chamber shall be
moisture content in the
be sufficient to reduce
operating temperature

to not Tno:Lthan-380C (1OO.4”F) within a period of 16 hours from the time
of removal - the source of heat. Distilled or demineralized water shall
be used to obtain the required humidity.

4.7.4.19.2 Procedure. The specimen shall be placed in the test
chamber and the temperature and relative humidity raised over a 2-hour
period to the values specified in 4.7.4.19.1 and mdntained at such for a
period of 6 hours. At the end of the 6-hour period the heat shall be shut
off. During the following 16-hour period, the temperature shall drop to
38°C (1OO.4”F) or lower. At the end of the 16-hour period, heat shall be
again supplied for a 2-hour period to stabilize at 70 + 2°C (158 ~ 3.6°F).
~is cycle (2 hours heating, 6 hours at high temperatu~e, 16 hours cooling)
shall be repeated a sufficient number of times to extend the total time of
the test to 360 hours (fifteen cycles). At the end of the fifteenth cycle,
the 50-foot center section of the specimen shall be immersed in a 5 percent,
by weight, solution of sodium chloride in water at room temperature. The
insulation resistance of the specimen shall be measured with the outer
surface of the specimen grounded, through an electrode in the electrolyte,
and with a potential of 250 to 500 volts DC applied to the conductor of
the specimen. The measurement shall be made after 1 minute of electrifi-
cation at this potential. The insulation resistance shall be converted
to megohms-1000 feet by the calculatirin shown in 4.7.4.2.

4.7.4.20 Surface resistance. The surface resistance of the finished
wire shall be measured in.accordance with Method 6041 of FED-STD-228. All
specimens, after having been provided with the required electrodes but prior
to testing, shall be cleaned by the procedure described in the test method.
In positioning tis specimens in the test chamber, the specimens shall be so
placed that their ends are a minimum of one inch from any wall of the
chamber.

4.7.4.21 Propellant resistance. A specimen of finished wire, 24
inches in length, shall be immersed to within 1-1/2 inches of each end in
hydrazine-uns-dimethylhydrazine propellant (50% N2H4 - 50% UDMH) of ?fIL-P-
27402 for 30 minutes at a temperature of 20 to 25°C (68 to 77°F). During
immersion, the radius of bend of the wire shall be not less than fourteen
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times the maximum specified diameter of the wire under test. Upon removal
from the liquid, the specimen shall be allowed to remain for 1 hour in free
air at room temperature. The insulation shall then be removed for a dis-
tance of one inch from each end of the specimen and the specimen shall be
subjected to the dielectric test of 4.7.4.17.3.

* L.7,4.2: ~O~tinUOUS lengths. Lnless otherwise specified in the
ordering data (6 .2), the inspection requirements for continuous wire lengths
shall be satisfied by the supplier’s certificate of conformity and the pres-
ence of the required piece length markings on the SpOOIS Or reels (3.6.7).
However, the Government reserves the right to examine such certified lots
if deemed necessary to assure that the lengths actually conform to require-
mentt, When the ordering data specifies examination of the wire lengths,
the Government representative shall examine the wire at his own discretion
to determine conformity in this characteristic. In measuring continuous
wire lengths where marking or stripping of insulation has been used in lieu
of cutting the wire to identify dielectric test failures or areas not properly
tested (4.7.4.1,3), such marking or stripping shall be considered equivalent
to severance of the wire at the two ends of each marked or stripped area,

4.8 Examination of preparation for delivery. Preparation for
delivery of materials ready for shipment shall be examined to determine con-
formity to’the requirements of Section 5.

iks . PREPAIblTIONFOR DELIVERY

5.1 Packaging. Packaging shall be Level A or C. Unless other-
wise specified in the order (6.2), Level A shall be applicable.

5.1.1 Level A. Packaging shall be in accordance with the Level A
req~lirementsof MIL-C-12000 and as fellows:

5.1.1.1 Reels and spools. Wire shall be delivered wound on reels
and spools of a nonreturnable type, Each reel or spool shall have an ap-

propriate diameter for the respective wire size. In no case shall the barrel
of the reel or spool have a diameter less than that specified in Table VIII
or less than 3 inches, whichever is greater. Reels and spools shall be
suitably finished to prevent corrosion under typical storage and handling
conditions. The method of attachment of flanges to barrels on metal reels
shall be structurally equivalent to a full circumferential crimp.
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TABLE VIII

I
BARREL DIAMETERS OF SPOOLS AND REELS

MINIMUM DIAMETER OF
WIRE SIZE BARREL (AS TIMES
(RANGE) MINXMUM DIAMETER OF

FINISHED WIRE, EXCEPT
SEE 5.1.1.1)

30-14 50X
12-10 40X
8-O 30X
00-0000 20X

5.1.1.2 Winding requirements. Unless otherwise specified in the
ordering data (6.2), there shall be no restriction on the number of wire
lengths per reel or spool, provided the wire length requirements of 3.6.7
and Table IV are met by the inspection lot. If specified in the order (6.2),
the wire shall be wound on the reel or spool in such manner that all ends
and all Dortions of wire which have been stripped of insulation or other-
wl.se treeted to rw3rk. dielectric test failures shall be accessillieto permit
tank testing.

5.1.2 Level C. Packaging shall be in accordance with the re-
quirements of MIL-C-12000 for Level C packaging.

5.2 Packin~. Packing
with MIL-C-12000. Unless otherwise
shall be applicable.

shall be Level A, B, or C in accordance
specified in the order (6.2), Level C

5.3 Marking. Unless otherwise specified in the contract or
order, each reel or spool shall be marked with the footage of the indi-
vidual continuous lengths wound thereon, as specified”in 3.6.7. In addition,
interior packages and exterior shipping containers shall be marked in ac-
cordance with ?fIL-C-12000and MIL-STD-129. The identification shall be
composed of the following information listed in the order shown:

WIRE, ELECTRIC, POLYIMIDE INSULATED, COPPER*
Specification sheet part No.

.,

Specification MIL-w-81381A
Length feet
Size
Date of manufacture
Name of manufacturer

*or “COPPER ALLOY”, as applicable
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6. NOTES

6.1 Intended use. The electric wires covered by this speci-
fication are intended for use in any application where their performance
cilaracteristicsare required, The wires are suitable for installation on
aerospace electrical systems within the limitations of applicable perform-
ance requirements.

6.1.1 Temperature ratin~. Temperature ratings as specified
in specification sheets pertaining to this specification represent the
maximum permissible operating temperature of the conductor. The maximum
ambient temperature should be the rated maximum conductor temperature of
the wire diminished by the operating rise in temperature of the conductor.

6.1.2 Size designations. The conductor sizes and the corres-
ponding wire size designations of this specification are in accordance with
established usage for stranded copper conductors for hookup wire in the
electronic and aircraft industries (see ASTM Standard B286-70, American
Standard C7,39-1970). It should be noted that these sizes and size desig-
nations are not identical with American Wire Gage (AWG) sizes for solid
wire and strands. The diameters and cross-sectional areas of the stranded
conductors of this specification are, in most sizes, only roughly approxi-
mate to those of AWG solid conductors of the same numerical size designation.

6.2 Ordering data. Procurement documents should specify the
following:

(a) Title, number, and date of this specification.

(b) Applicable specification sheet number, title, and
date (1.2).

(c) Applicable specification sheet part number (1.2.1).

(d) Color required (3.6.3, 3.6.3.1).

(e) Quantity of wire required.

(f) Levels of packaging and packing required.

(g) Exceptions, if any, to the optional provisions of
this specification including:

(1) Applicable minimum length requirements, if other
than specified in 3.6.7 and Table IL’,

(2) Responsibility for inspection, if other than
specified in L,l.
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(3)

(4)

Marking of dielectric test failures or irregu-
larities by stripping of insulation or by other
method specified in the contract in lieu of
cutting of the tire, if applicable (4.7.4.1.3).

Special preparation for delivery requirements,
if applicable (Section 5).

6.3 Qualification. With respect to products requiring quali-
fication, awards will be made only for such products as have, prior to the
time set for opening of bids, been tested and approved for inclusion in the
applicable Qualified Products List (QPL) whether or not such products have
actually been so listed by that date. The attention of the suppliers is
called to this requirement, and manufacturers are urged to arrange to have
the prodl~cs that they propose to offer to the Federal Government tested
for qualif]: “Ion in order that they may be eligible to be awarded contracts
or orders for the products covered by this specification. The activity re-
sponsible for ihe Qualified Products List is the Naval Air Systems Command,
Washington, D.C. 20360; however, application for qualification of products
should be made to the Commanding Officer, Naval Ammunition Depot (70531),
Crane, Indiana 47522, who has been designated Naval Air Systems Command agent
for establishing this Qualified Products List.

6.3.1 Conformity to qualified sample. It is understood that
wire supp.ied under contract shall be identical in every respect te the
qualification sample tested and found satisfactory, except for changes
previously approved by the Government. Any unapproved changes from the
qualification sample shall constitute cause for rejection.

6.4 Patent notice. The Government does not have a royalty-
free license under Patent No, 3,352,714 but does have a letter of nonas-
sertion of patent infringement for the benefit of manufacturers in making
insulated electrical conductors for sale to the Government or for use in
equipment to be delivered to the Government, from the patent owner under
claims 10, 24, 25, 26, 28 and 29 of the patent, and a statement that the
remaining claims of the patent will not be used to exclude practice of the
aforesaid claims. Except as stated, no license is given by the patent
owner either expressly or by implication under any other claims of ‘this
patent or the claims of any other patent.

6.5 Marginal notations. The margins of this specification
are marked with an asterisk to indicate where changes (additions, modifi-
cations, corrections, deletions) from the previous issue were made. This
was done as a convenience only and the Government assumes no liability
whatsoever for any inaccuracies in these notations. Bidders and contrac-
tors are cautioned to evaluate the requirements of this document based on
the entire content as written irrespective of the marginal notations and
relationship co the last previous issue.
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